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PRODUKTE ODER MASCHINEN

Facade Testing
Window, Door & Glazing Testing
Glass Testing

Wintech Engineering Ltd is a UKAS accredited test laboratory providing reassurance and traceability that will satisfy architects and consultants
specifications to the highest of standards.

As a DCLG approved Notified Test Laboratory (no. 1288), all test results can be used to demonstrate compliance against the relevant product
standard.

At Wintech, we specialise in the testing of glass and glazing products and as we are a notified laboratory , all of your results can be used to
demonstrate compliance with the relevant product standard for CE Marking.

Impact

Manufacturers of glass must ensure that they have demonstrated, through Initial Type Testing, that their glass conforms to the relevant characteristics
defined in each of the specific glass product standards for CE Marking. If a manufacturer wishes to declare an impact performance, testing must be
conducted in accordance with BS EN 12600:2002. This allows a classification to be given to the glass product which can be listed on the Declaration
of Performance for CE Marking.

Fragmentation
In most cases, manufacturers of glass must demonstrate, through Initial Type Testing, that their glass conforms to the relevant characteristics defined
in each of the specific glass product standards for CE Marking.

This is done partly via a test to ensure that the fragmentation breakage conforms with criteria outlined in the relevant glass product standards including
BS EN 12150-1:2000 — Thermally toughened glass, BS EN 1863-1:2000 — Heat strengthened glass, and BS EN 14179-1:2005 — Heat soaked glass.

Four-Point Bend (Bending Strength)
As with fragmentation testing, manufacturers of glass must demonstrate, through Initial Type Testing, that their glass conforms to the minimum
mechanical strength defined in each of the specific glass product standards for CE Marking.

The glass is tested in accordance with BS EN 1288-3:2000 as specified in each of the relevant glass product standards

Company Profile of Wintech Engineering Limited
A service of glassglobal.com, an affiliate of glassglobal group.

Die auf dieser Seite ausgedruckten Firmeninformationen unterliegen dem Urheberrecht und sind Eigentum der entsprechenden Firma. Alle
Rechte sind ausdrticklich vorbehalten. Jeder Nutzer, der sich Zugang zu diesem Material zugénglich macht, tut dies zu seinem
personlichen Gebrauch und die Nutzung dieses Materials unterliegt seinem alleinigen Risiko. Die Weiterverteilung und jegliche andere
gewerbliche Verwertung des vorliegenden Adressenmaterials ist ausdriicklich untersagt. In den Féllen, in denen solches Adressenmaterial
durch eine dritte Partei beigestellt wurde, erklart jeder Besucher sein Einverstandnis, die speziellen zutreffenden Nutzungsbedingungen
anzuerkennen und sie zu respektieren. Glass Global garantiert oder biirgt nicht fir die Genauigkeit oder die Zuverlassigkeit von
irgendwelchen Informationen, die in den veréffentlichten Adressinformationen enthalten sind, oder auch in Webseiten auf die hier Bezug
genommen wird.www.glassglobal.com - Die Internationale Portalseite fiir die Glasindustrie - OGIS GmbH

powered by www.glassglobal.com




